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* Washable only by professional companies, who are specialized in cleaning blinds.

Although the utm
ost care has been taken w

ith this publication, errors and om
issions cannot be entirely excluded. AG Textiles therefore accepts no liability, not even for direct or indirect dam

age, occurring due to or in relation w
ith the use of the content of this publication.

* Washable only by professional companies, who are specialized in cleaning blinds.

Article Colour Width in cm 
(minimal)

Coating 
(backside) Transparency Fire  

retardant Material Weight  
g/m2

Thickness 
mm

Washable  
hand/30*

Humid 
spaces

Colour-
fastness Reflection Absorption Transmission

TUC-PL005 Extra White 230 - semi-transparent no PES 110 0,18 yes yes  5-7 48,0% 3,0% 49,0%
TUC-PL010 White 230 - semi-transparent no PES 110 0,18 yes yes  5-7 46,0% 2,9% 51,1%
TUC-PL040 Light Grey 230 - semi-transparent no PES 110 0,18 yes yes  5-7 34,4% 34,8% 30,8%
TUC-PL050 Grey 230 - semi-transparent no PES 110 0,18 yes yes  5-7 34,4% 34,8% 30,8%
TUC-PL060 Dark Grey 230 - semi-transparent no PES 110 0,18 yes yes  5-7 30,0% 62,0% 8,0%
TUC-PL580 Black 230 - semi-transparent no PES 110 0,18 yes yes  5-7 3,8% 94,6% 1,6%
TUC-PL736 Beige 230 - semi-transparent no PES 110 0,18 yes yes  5-7 36,4% 25,0% 38,6%
TUC-PL745 Kit 230 - semi-transparent no PES 110 0,18 yes yes  5-7 40,0% 16,0% 44,0%
TUC-PL760 Linnen Mix 230 - semi-transparent no PES 110 0,18 yes yes  5-7 31,0% 31,0% 38,0%
TUC-PL775 Dark Brown 230 - semi-transparent no PES 110 0,18 yes yes 5-7 12,4% 74,7% 12,9%
TUC-PL780 Brown 230 - semi-transparent no PES 110 0,18 yes yes  5-7 14,4% 70,6% 15,0%

TCP-PL005 Extra White 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 68,3% 3,2% 28,5%
TCP-PL010 White 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 69,3% 3,3% 27,4%
TCP-PL020 Off-white 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 61,0% 5,0% 34,0%
TCP-PL040 Light Grey 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 53,0% 25,0% 22,0%
TCP-PL050 Grey 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 60,1% 22,7% 17,2%
TCP-PL060 Medium Grey 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 52,5% 24,5% 23,0%
TCP-PL120 Mustard-yellow 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 54,0% 16,0% 30,0%
TCP-PL150 Warm Yellow 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 68,9% 7,4% 23,7%
TCP-PL180 Soft Yellow 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 58,0% 11,0% 31,0%
TCP-PL250 Orange 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 60,6% 23,4% 16,0%
TCP-PL290 Red 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 37,8% 60,0% 2,2%
TCP-PL295 Bordeaux 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 39,7% 59,0% 1,3%
TCP-PL580 Black 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 29,6% 70,4% 0,0%
TCP-PL620 Light Green 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 68,1% 12,3% 19,6%
TCP-PL640 Green 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 45,0% 37,0% 18,0%
TCP-PL705 Creme 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 69,8% 4,2% 26,0%
TCP-PL725 Light Beige 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 65,0% 6,4% 28,6%
TCP-PL740 Light Brown 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 56,0% 15,0% 29,0%
TCP-PL745 Kit 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 54,0% 14,4% 31,6%
TCP-PL760 Linnen Mix 230 iriodine semi-transparent no PES 125 0,44 yes yes  5-7 56,0% 14,0% 30,0%
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Jan Frederik Vlekkeweg 4
NL-5026 RJ  Tilburg
The Netherlands

Tel:   +31 (0) 13-5930000
Fax: +31 (0) 13-4674802

www.agtextiles.com
info@agtextiles.com

Design in Detail


